
GeminiPlusII
Quality, Versatility and Performance 

•  100% self draining

•   Variable Speed Applications

•   UL® Recognized and CSA certified

•  Exclusive double insulated motor housing

•  New compact design - with quieter operation



GEPUMP1109
©2009 Balboa Water Group.  All rights reserved.  Your Single Source Solution.
1382 Bell Avenue  |  Tustin, CA 92780  |  p 714.384.0382  |  www.balboawatergroup.com

The original Gemini Plus pump combined advanced variable speed 
technology with superior performance to become the “the choice”  
of manufacturers for almost a decade.

The new ultra compact Gemini Plus II® series now offers improved 
performance and quiet operation to meet the demands of today’s  
high flow Whirlpool  bath jet systems. The compact design of the  
Gemini Plus II is available in standard configurations, providing a  
high performance pump that will fit in virtually any installation.

Variable Speed Control Option - The Gemini Plus II® Series is available  
with a patented “Digital Variable Speed Control Kit” for the ultimate  
in control flexibility.

Gemini Plus II Pump Performance STANDARD PUMP 
ASSEMBLIES

	 •			Gemini Plus II - 8.5 AMPS 120V,  

50/60 Hz NR2

	 •			Gemini Plus II - 12.5 AMPS 120V,  

50/60 Hz NR4

FEATURES
	 •		Added	horsepower	ranges	-	 

Gemini Plus II® are available in  
AMP Draw / NR2 8.5 AMPS and  
NR4 12.5 AMPS

	 •		Engineered	seal	design	for	 
maximum reliability

	 •		Centerline	discharge	allows	right	 
or left mounting

	 •		Factory	installed	cord
	 •	Optional	air	switch

Gemini Plus II
BathPump
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SPEC IF ICAT IONS:

Standard pump assemblies

Gemini Plus II - 1/2 hp 120V, 50/60 Hz N R 1

Gemini Plus II - 3/4 hp 120V, 50/60 Hz N R 2

Gemini Plus II - 1 hp 120V, 50/60 Hz N R 3

Gemini Plus II - 1 1/2 hp 120V, 50/60 Hz N R 4

Options:

A- Air switch

C- Cord with 3 prong plug

CC- Canadian cord with pigtail

U Uprated HP rating

DVSC Series Digital Variable Speed Bath
Control

Gemin i  P lus  I I® Spec i f i cat ions

Gemini Plus II
®

- Standard Pump
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NEW   Pump
Stand (Option)
15-2341

Plumbing configuration effects pump  
performance.	Engineering	consultation	 

is available to find the best pump for  
all your bath needs.
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